
Height 3M 90~110LUX

Warm White Ra＞70
Pure/Cool 

White

LED Type SMD2835 LED

LED Quantity 220PCS

Frequency 50/60Hz

Power Factor ≥0.95

Input Voltage AC 85~265V

Power Rate 44W

CIE1931 Chromaticity Diagram
CRI

Color Temperature 2700-3200K, 4000-4500K, 5500-6500K

Ra＞72

Average Illuminance

Height 1M 390~410LUX

Height 2M 140~160LUX

Beam Angle 120°

2500±100LM

Light Efficiency 80%

Color Available Warm White, Pure White, Cool White

44W 600x600MM LED Panel Light Specs
Item No. ZDM-PF-6060-001

Luminous Flux
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Certification CE  ROHS

1pc/box, inner box size 630*50*640MM （L*W*H)

Weight
N.W. 16Kg±5g

G.W. 21 ± 0.5Kg

Packing

Lifespan >50,000Hrs

Tube Dimension 600*600*10MM (L*W*H)

Inner 
packing

Outer 
packing

4boxes per carton, outer carton size 645*230*660MM (L*W*H)

Storage Humidity 10%～90%RH

IP rate IP54 (indoor use only)

Power Driver CE passed isolated power driver

Housing Material Aluminum shell + PMMA cover

Shell Temperature Rise ≤45℃

Storage Tempt  -50℃ ~ +80℃

Internal Temperature Rise ≤60℃

Work Tempt

Work Humidity 10%～90%RH

-20℃ - +45℃

Lux distance curve (lux)
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